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SECTION 914 -- ROADSIDE DEVELOPMENT MATERIALS

914.01 Special Topsoil for Roadside Development. Thistopsoil shall consst of loose
friable soil, free of refuse, sumps, large roots, rocks over 50 mm (2 in.) in diameter, brush,
weeds, or other materia which would be detrimental to the proper development of vegetative
growth. It shal be capable of supporting normal vegetation as demonstrated by the growth of
hedlthy vegetation on it. It shall not be taken from a source known to contain any of the
noxious weeds defined as such in the Indiana State Seed Law, IC 15-4-1.

Topsoil shdl have apH vaue of 6.2 to 7.4. Testing for pH vadue shdl be performed in
the field in accordance with the procedure set out in the Purdue Universty Agricultura
Experiment Station bulletin No. 635 or in a quaified laboratory in accordance with the
procedure set out in the Corndl Experiment Station Bulletin 960, usng a one to one
Soil-Water Suspension. Agricultural limestone may be added to topsoil in order to raise the pH
to meet specification requirements. Topsoil shal not be incorporated into the work until it is
approved.

914.02 Blank.

914.03 Fertilizer. Fertilizer shdl be sandard commercid fertilizer with an andysis of
12-12-12.

Tests will not be required, but fertilizer standards shall be governed by the rulings of
the Indiana State Seed Commissioner.

914.04 Grass and Legume Seed. Grass and Legume seed in the quantities and
varidties required shal be furnished full-tagged and ddlivered in properly designated packages
or bags as directed. Seeds shdll be in accordance with the following requirements.

Seed of warm season grasses, forbs, or aguatic species shall be ddlivered to the project
gte individualy packaged by species. Warm season grass and forb seed shall be purchased
from lots for which test results are provided. Testing will not be required for aquatic species.
When norma germination testing is not practica for forb species, a tetrazolium test shdl be
conducted to determine seed viahility.

Seeds shdll contain none of the noxious weeds listed herein nor any that are listed in the
Acts of the Generd Assembly of the State. Noxious weeds are Canada Thistle, Field
Bindweed, Johnson Grass, Perennid Peppergrass, Perennial Sowthistle, Quack Grass, Russan
Knapweed, and Wild Garlic.

Clover shall be free from dodder with no tolerance allowed. Lespedza will be dlowed
no more than 200 dodder/kg (90 dodder/Ib) and 20 giant foxtail per kg (45 giant foxtail per Ib).

Reguirements noted above are minimum and trade allowances will not be permitted.

Seed shdl be purchased from sources of supply that have been sampled, tested, and
reported by the State Seed Commissioner, Purdue University, West Lafayette, Indiana, and
found to be satisfactory. Seed of warm season grasses shdl be tested by the State Seed
Commissioner or an independent laboratory. Seed of forbs shdl be tested by an independent
laboratory. Test results by independent laboratories shall be sgned by a Registered Seed
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Technologist. Test results shal be submitted to the State Seed Commissioner, and a copy to
the Divison of Materids and Tedts. This report is required before seed is sown. Such test
report shal be no more than nine months old at the time seed is used and the use of the seed
shall be subject to approval.

Seed which has been tested by the State Seed Commissioner may be used without
further testing provided each bag of seed bears a tag showing the seed meets the requirements
of the Standard Specifications.

Seed which meets the weed seed tolerance, but does not comply with the purity or
germination requirements, or both, may be used provided the percentage of purity or the
percentage of germination is not more than 10 percent below the minimum specified and that
the result obtained from the following formulae does not exceed the maximum percent of weed
Seeds permitted.

WxPxG=M orless

P = Minimum Specified Purity
Actud Purity

®
I

Minimum Specified Germination
Actud Germination

Actua percent of weed seeds

Purity Factor

Germination Factor

Maximum percent of weed seeds permitted

ZTOU=s

If such seeds are sdected for use, the amount to be used shdl be increased in
accordance with the following formula except the amount used shdl not be less than that

specified.

Amount to be used = Amount specified x Px G
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Percentages of

Weed Seed
Content
VARIETY (Not more than)
Alfdfa Medicago sativa 05
Alske Clover Trifolium hybridum 0.5
AltaFescueor Ky. 31 Festucadatior

Fescue (var. arundinaces) 0.75
Birdsfoot Trefall Lotus corniculatus 05
Chewings Fescue Festucarubra (var. falax) 05
Crown Vetch (Penngift,

Emerald, Chemung) Coronilla 05
English Perennid Rye Lolium perfenne 05
Kentucky Bluegrass Poa prateus's 05
Korean Lespedeza Lespedeza tipulacea 0.75
Sericea Lespedeza Lespedeza sericea 0.75
Ladino Clover Trifolium repens (var. latum) 0.5
Lemons Alkdi Grass Puccindlia airoides(Lemons) 05
Orchard Grass Dactylisglomerata 05
Red Clover Trifolium pratense 0.5
Red Fescue Festucarubra 05
Red Top Agrogtisaba 0.75
Rough Stalked M eadowgrass Poatrividis 05
Rye, Agricultura Secde cerede 05
Rye, Annud Lolium multiflorum 0.5
Sheeps Fescue Festuca orina 05
Smooth Brome Grass Bromusinermis 0.95
Swest Clover-white

(Scarified) Méilotus aba 05
Swest Clover-ydlow

(Scarified) Mdilotus officindis 05
Timothy Phleum pratense 0.5
White Clover Trifolium repens 0.75
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Percentages

of Purity
VARIETY (Not less than)
Alfdfa Medicago sativa 99
Alske Clover Trifolium hybridum 97
AltaFescueor Ky. 31 Festucadatior

Fescue (var. arundinaces) 98
Birdsfoot Trefall Lotus corniculatus 98
Chewings Fescue Festucarubra (var. falax) 97
Crown Vetch (Penngift,

Emerald, Chemung) Coronilla 95
English Perennid Rye Lolium perfenne 95
Kentucky Bluegrass Poa prateus's 85
Korean Lespedeza Lespedeza tipulacea 98
Sericea Lespedez L espedeza sericea 98
Ladino Clover Trifolium repens (var. latum) 98
Lemons Alkdi Grass Puccindliaairoides (Lemons) 85
Orchard Grass Dactylisglomerata 85
Red Clover Trifolium pratense 98
Red Fescue Festucarubra 95
Red Top Agrogtisaba 90
Rough Stalked Meadowgrass Poatrividis 85
Rye, Agricultura Secde cerede 99
Rye, Annud Lolium multiflorum 95
Sheeps Fescue Festuca orina 97
Smooth Brome Grass Bromusinermis 85
Swest Clover-white

(Scarified) Méilotus aba 98
Swest Clover-ydlow

(Scarified) Mélilotus officndis 98
Timothy Phleum pratense 90
White Clover Trifolium repens 97
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Percentages

Actud
Germination
VARIETY (Not less than)
Alfdfa Medicago sativa 85*
Alske Clover Trifolium hybridum 85*
AltaFescueor Ky. 31 Festucadatior

Fescue (var. arundinaceq) 85
Birdsfoot Trefall Lotus corniculatus 80*
Chewings Fescue Festucarubra (var. falax) 75
Crown Vetch (Penngift,

Emerald, Chemung) Coronilla 70*
English Perennid Rye Lolium perfenne 90
Kentucky Bluegrass Poa prateus's 80
Korean Lespedeza Lespedeza tipulacea 80*
Sericea Lespedeza Lespedeza sericea 80*
Ladino Clover Trifolium repens (var. latum) 85*
Lemons Alkdi Grass Puccindlia airoides (Lemons) 80
Orchard Grass Dactylisglomerata 80
Red Clover Trifolium pratense 90*
Red Fescue Festucarubra 85
Red Top Agrostisdba 80
Rough Stalked M eadowgrass Poatrividis 75
Rye, Agricultura Secde cerede 80
Rye, Annud Lolium multiflorum 90
Sheeps Fescue Festuca orina 75
Smooth Brome Grass Bromusinermis 80
Swest Clover-white

(Scarified) Méilotus aba 85*
Swest Clover-ydlow

(Scarified) Mdilotus officindis 85*
Timothy Phleum pratense 85
White Clover Trifolium repens 90*

* including not more than 25% hard seeds

914.05 Mulch.

(@) Mulch for Seeding. Mulch for seeding may consst of straw; excelsor mulch;
wood cdllulose fiber mulch; excelsor blanket; paper mat; or straw mat. All mulch shdl be
reasonably free from primary noxious weeds in accordance with 914.04.

1. Excelsior Mulch. Excelsor mulch shall consst of wood fibers cut from
sound green timber. The average length of the fibers shdl be 100 to 150 mm (4 to 6 in.). The
cut shal be made in such a manner as to provide maximum strength of fiber, but at a dight
angle to the natura grain of the wood o as to cause splintering of the fibers when westhering
in order to provide adherence to each other and to the soil.
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2. Wood Cellulose Fiber. Wood cdlulose fiber mulch shal be made from
wood chip particles manufactured articularly for discharging uniformly on the ground surface
when disbursed by a hydraulic water sprayer. It shdl remain in uniform suspenson in water
under agitation and blend with grass seed, and fertilizer when permitted, to form a
homogeneous durry. The mulch fibers shdl intertwine physicdly to form a strong moisture
holding mat on the ground surface. The mulch shall be heat processed so as to contain no
germination or growth inhibiting factors. 1t shal be non-toxic and colored green. The percent
of moisture content shal be determined in accordance with 621.13(c), except materid
containing more than 15 percent will be rgected. The ash content shall not exceed 1.5 percent.
One hundred grams of oven dried materia saturated in water, drained, and weighed shall hold a
minimum of 1000 grams of water.

3. Excelsior Blanket. Excelsor blanket shdl consst of a machine produced
mat of wood excelsior with 80 percent of the fibers to be 150 mm (6 in.) or longer. The wood
from which the excelsor is cut shall be properly cured to achieve curled and barbed fibers. The
blanket shal have a consistent thickness, with the fibers evenly distributed over the entire area
of the blanket. The excelsior blanket shall be covered on the top Sde with a 75 mm by 25 mm
(3in. by 1in.) leno weave, twisted kraft paper yarn netting having a high wet strength, or a
biodegradable extruded plastic mesh netting having an approximate minimum opening of 16
mm by 16 mm (5/8 in. by 5/8 in.) to an gpproximate maximum opening of 50 mm by 25 mm (
2in. by 1in.). The netting shdl be entwined with the excelsior mat for maximum strength and
ease of handling. The minimum roll width shall be 1.2 m (4 ft). The mass of the materid shall
be not less than 0.4 kg/n? (0.7 Ib/sq yd), constant mass, air dry. The rolls shdl be packaged
with suitable protection for outdoor storage on the project Ste in a manner which protects
them from biodegradation prior to use.

4. Paper Mat. Paper mat shdl consst of a knitted construction of
photodegradable, polypropylene yarn with uniform openings interwoven with dstrips of
biodegradable paper. The rolls shal be packaged with suitable protection for outdoor storage
at a congruction dte in a manner which protects them from biodegradation prior to use. The
meass of the paper shdl be a minimum of 0.069 kg/ny (0.125 Ib/sg yd). Rall szes shdl have a
minimum width of 1.5 m (5 ft).

5. Straw Mat. Straw mat shdl consst of a machine produced mat conssting
of at least 90 percent of the total dry mass being clean straw from agricultural crops, with the
exception that up to 30 percent of the total dry mass may be coconut fibersin lieu of an equa
percentage of straw. Paper or paper related products shall not be permitted as component in
the straw mat. The straw shall be evenly distributed throughout the mat to form a thickness of
I3mm " 3 mm (12 in. " 1/8 in.)). The top sde of the mat shal be covered with a
photodegradabl e/biodegradable plastic mesh which shdl be substantially adhered to the straw
by a knitting process using photodegradabl e/biodegradable thread. The rolls shdl be packaged
with suitable protection for outdoor storage at a construction site in a manner which protects
them from biodegradation prior to use. The average dry mass of the straw mat shdl not be less
than 0.4 kg/m? (0.7 Ib/sg yd). The minimum roll width shdl be 1.8 m (6 ft).

(b) Mulch for Plants. Mulch for plants shal consist of broken corncobs, wood
chips, chopped bark, size No. 5 gravel or crushed stone in accordance with 904.02(e), except O
to 5 percent may pass the 75 :m (200) Seve, or other approved materias. The particles of
wood chips, chopped bark, and corncobs shal contain no more than 10 percent passing the
12.5 mm (/2 in.) screen and 100 percent shal passthe 75 mm (3 in.) screen. Wood chips shdl
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be from green, hardened, deciduous trees. Broken corncobs shall be no longer than 100 mm (4
in.).

914.06 Leguminous Inoculants. The inoculants for treating leguminous seeds shdl be
standard pure culture of nitrogen fixing bacteria. They shal be no more than one year old at the
time of use and shdl be subject to gpproval. Directions of the manufacturer on containers of
inoculants shall be followed when inoculating seed.

914.07 Sod. Sod shdl consgst of fibrous, well rooted, bluegrass, fescue or other
approved grass cut to a height of 50 to 75 mm (2 to 3 in.). Edges of sod shall be cut cleanly,
ether by hand or machine, to a uniform minimum thickness of 19 mm (3/4 in.) or more. The
roots shall be exposed in the sod strip to alow the sod to be handled without undue tearing or
breaking. The sod strip shdl be of a uniform width of no less than 406 mm (16 in.) and no less
than 6.1 m (2 ft) in length. Sod shadl be free from dl primary noxious weeds in accordance with
914.04. Acceptance in the field before cutting shal not preclude rg ection when delivered to the
work if such contamination is found.

Nursery sod shal meet applicable requirements set out above and shall be a variety or
blend of Kentucky bluegrass or fescue. It shadl comply with nursery inspections and plant
quarantine regulations of the states of origin and destination as well as with Federd regulations
governing interstate movement of nursery stock. A vaid copy of the certification of nursery
ingpection shal accompany each shipment.

914.08 Plant Materials. If the plant materia is shown on the Schedule of Pay Items as
plant, the Contractor shal submit its source of supply for each plant materia for gpprova prior
to ddlivery to the project site. This plant list shall include the name of the source of supply and
the location where the plants were grown. A certification that the plants are available at this
source, that the plants were grown at the prescribed location, and that there is a firm
commitment for their purchase at the time of certification shal be provided. These procedures
shall be followed for approval of aternate sources when the originally approved source is
unable to furnish plants a the time when needed. Plants shdl be in accordance with the
requirements set out herein. Unless otherwise specified, dl plant materia shall be acquired from
zones 4, 5, or 6. However, plant materia shall be acquired from zones no further than 1/2 zone
south of the zone in which the project islocated. Hardiness zones shall be determined from the
Plant Hardiness Zone Map, Miscdlaneous Publications No. 1475, Agricultura Research
Service, United States Department of Agriculture, published by the U. S. Government Printing
Office, Washington, D.C. The Contractor shdl have a copy of this map.

If the plant materid is shown on the Schedule of Pay Items as seedlings, the Contractor
ghall choose a source which is shown on the gpproved list of sources that is maintained by the
Department. This list will specify the sources that are currently on an immediate use bass. If
the source is not on the ligt, then the same procedure shall be followed as stated above for
plants to obtain gpproval.

(a) Quality of Plant Materials. All plants shdl be first class and representative of
the normal species or varieties, true to type, and standard form. Unless otherwise specified, dl
plants shal be nursery grown stock that had been transplanted or rootpruned two or more
times according to the kind and size of plant. The root system shal be vigorous and well
developed. The branch sysem shdl be developed normdly. All plants shdl be free from
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disfiguring knots, sun-scald, injuries, abrasions of the bark, dead or dry wood, broken termina
growth, or other objectionable disfigurements.

(b) Plant Names. Plants shdl be true to name, following standard botanical and
common nomenclature as adopted by the American Joint Committee on Horticultura
Nomenclature given in the current edition of Standardized Plant Names. All trees ddlivered
shdl be tagged legibly with the names and sizes of the trees.

All ddivered shrubs shdl be tagged legibly with the name and size of the shrub when
"Tag Each" isindicated on the summary list. Otherwise, each bundle shall be tagged. If shrubs
are separated individualy when delivered, 20 percent of each species shal be tagged. A tag
with the name and size of the shrub printed thereon shal be used for each species. A 25 mm (1
in.) band of non-toxic paint shal be applied to the stem of seedlings or "whips,” prior to
ddivery, in lieu of tags. If tags are required, they shal reman attached to shrubs for the
duration of the contract.

(c) Substitutions. Substitutions of plants in size and kind shal be made only after
proper execution of an extra work agreement and then only when sufficient evidence has been
shown that the specified stock could not be secured.

(d) Grading Standards. Grading of plants shal be in accordance with the
American Association of Nursery Horticultura Standards of the current ASNS, ANSI Z 60.1
asrevised herein and on the plans.

(e) Nursery Inspection and Plant Quarantine. All plants shdl be free from plant
diseases and insect pests. Shipments of plants shall be in accordance with nursery inspection
and plant quarantine regulations of the states of origin and destination as well as with Federd
regulations governing interstate movement of nursery stock. A vaid copy of the certification of
ingpection shal accompany each package, box, bae, or carload shipped or otherwise ddivered.

(f) Balled and Burlapped Plants. Balled and burlapped plants shdl be dug so as
to retain as many fibrous roots as possble and shal come from soil which forms a firm ball.
The soil in the bal shall be the origind and undisturbed soil in which the plant was grown and
shdl be free of noxious weeds and weed seeds. The plant shall be dug, wrapped, transported,
and handled in such a manner that the soil in the ball will not be loosened enough to cause
stripping of the small and fine feeding roots or cause the soil to drop away from such roots.
Any indication of manufactured earth bals or mishandling of the plant will be cause for
rgection. The shape and size of the ball shall be as specified in the ASNS as revised herein and
shown on the plans.

(9) Container Grown Plants. Plants which are furnished in containers shal be
well rooted and established in the container in which they were shipped. An established
container grown plant shal be a plant trangplanted into a container and grown in that container
aufficiently long for the new fibrous roots to have developed so that the root mass retains its
shape and holds together when removed from the container.

(h) Bare Rooted Plants. The minimum root system of bare rooted trees or shrubs

shdl be in accordance with the standards stated in the ASNS. Bare rooted plants shal be dug
only when the air temperature exceeds 2EC (35EF). Particular attention shall be given to the
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fibrous roots. The maximum time |apse between loading for shipment and ddlivery to the work
or approved storage Site shdl be four days unless other shipping arrangements are gpproved.

(i) Collected Plants. Collected plants, when specified in connection with any
gpecies or variety, shdl not be nursery grown, but shdl have been grown under natura
conditions at the location from which they were procured. They may be baled and burlapped
or bare roots as specified in the plant list on the plans. In ether case, the collected materid shall
be in accordance with the applicable requirements given in the current issue of ASNS for
qudity, size, bdl, and grade.

(J) Forms, Shapes, and Condition of Plants. Vines and groundcover plants shall
be in accordance with grades and specifications shown in the ASNS unless otherwise specified.

Plants which have been cut back from larger grades to meet specifications will not be
acceptable. Plants designated on the plans as street trees, specimen, extra heavy, clump, or of
other like import shdl be in accordance with the standards as given in the ASNS for the specid

type specified.

Trees shdl have straight trunks, be well branched, and have symmetrical tops. There
ghall be no cuts of limbs over 19 mm (3/4 in.) in diameter which have not completely hedled
over. Each tree shdl have the top and root characteristics of its variety and growth that are
typica of such trees in this region. Deciduous trees, unless otherwise specified, shal have
branching between 1/4 and 1/2 of the distance of their height from the ground. Street trees, if
0 specified, shal be of uniform branching height. Bush form, when specified, shdl be
branching at the base of the plant or within 300 mm (12 in.) of the base. Clumps, when
gpecified, shall have three or more main leaders or trunks starting at the ground. At least 2 of
these shal be of the caliber specified.

(K) Inspection. Plant materids shal be subject to ingpection a any time during the
life of the contract. Such inspection shal not be construed as finad acceptance of the plants
involved. Any stock which is not in accordance with these specifications will be rgected and
ghall be removed from the project.

Bdled and burlapped plants may have the bal opened for ingpection, at the option of
the Department, to determine if the root system is sufficient to ensure plant growth. If after
breaking open, the ball is found to be acceptable, payment for the destroyed plant will be made
at 50 percent of the contract price for the plant involved.

Nursery stock may be ingpected at the nursery before digging or shipping and seded
with Department sedls. If not inspected and sedled at the nursery, it shall be done at a find
collecting point at or adjacent to the project and prior to planting, unless otherwise specified in
writing. Notification shal be made a minimum of three days in advance of ddivery of unseded
plants. Large quantities of smal plant materid such as shrubs, seedlings, vines, groundcovers,
etc., shdl be seded in a satisfactory manner. Sedling of plants shdl not be considered as find
acceptance and shdl not waive the respongbility to furnish, plant, and maintain materid that
complies with the specifications.

(I) Shipment. All precautions that are customary in good trade practice shal be
taken to ensure the arriva of the plants in good condition. Plants shal be packed or covered in
such a manner as to ensure adequate protection against damage while in trangt. The roots of
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bare root plants shall be protected with wet straw or other suitable materid to ensure the
ariva at destination with the roots in amoist condition. When shipment is made in an enclosed
vehicle, the vehicle shall be adequately ventilated to prevent over hegting of the plantsin trangt.

(m) Certification. Certifications from dl plant supply sources shdl be furnished
certifying that dl plants furnished are in accordance with 914.08. These certifications shdl be
submitted monthly, shal be notarized, and shdl contain the information as indicated on the
suggested form in 916.03(a).

914.09 Miscellaneous Material.

(a) Water. Water used in the planting or care of vegetation shdl be free from ail,
acids, dkalis, sdts, or any substance injurious to plant life. Water from streams, lakes, ponds,
or smilar sources shall not be used unless approved.

(b) Stakes for Bracing and Anchoring. Wood stakes for bracing or supporting
trees shdl be of rough cypress, cedar, locust, oak, or other gpproved wood free from knots,
rot, cross grain, or other defects that would impair the strength of the stake for which it isto be
used. Wood stakes shal be a minimum of 50 mm by 50 mm (2 in. by 2 in.) square in cross
section and of adequate length. The wood bracing stakes shall be painted or stained dark green.
Ddineator pogts in accordance with 910.15 may be used except they shall be painted dark
green.

An dternate staking and bracing method using a solid rubber support cord with metal
hooks and stakes, and plagtic stake disk system, may be used.

(c) Tree Wound Dressing. Dressing for treating tree wounds or cuts shal be
ether:

1. Anapproved black asphaltum base antiseptic paint;

2. An approved black paint conssting of Bordeaux Mixture, raw linseed ail,
and lampblack;

3. An gpproved black paint congsting of zinc oxide, raw linseed oil, and
lampblack.

(d) Porous Material. Porous materia for tree root protection may be gravd,
crushed stone, dag, or other porous materia varying in szefrom25to 75 mm (1 to 3in.) and
shdl be approved before being used.

(e) Pipe. Pipe for underdrains shal be in accordance with 907 or 908. The size and
type shdl be as specified.

(f) Staples. Staples shdl be made from 3.0 mm (No. 11 gage) or heavier wire,
width 25 or 50 mm (1 or 2 in.) at the throat and 150 mm (6 in.) from top to bottom after
bending. The staples shdl be packaged in cartons.

(9) Plastic Net. Plagtic net shdl condst of photodegradable, longchain synthetic
polymer plastic yarn, ether extruded oriented or woven into a net with the yarns fixed a each
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intersection such that they retain their relative positions with respect to each other. The plastic
net shal have a square mesh opening of approximately 19 mm by 19 mm (3/4 in by 3/4 in.).
The plastic net shdl have a minimum tensile sirength of 89 N (20 Ibs) over a 75mm (3 in.)
width in the machine direction and 67 N (15 Ibs) over a 75 mm (3 in.) width in the transverse
direction. The plastic net shall have anomina massof 15.6" 2.2 g per n¥ (28" 0.4 |bs per
1000 xq ft). The plastic net shal be furnished in rolls which can be easlly handled and the rolls
shal be packaged in a suitable protection for outdoor storage at a construction site, which
protects the materid from degradation prior to use. Roll szes shdl have a minimum width of
1.8 m (6 ft).

Materid furnished under this specification shdl be covered by a type C certification in
accordance with 916.

SECTION 915 -- BRIDGE PILES AND BEARINGS

915.01 Steel Shell Encased Concrete Piles and Epoxy Coated Steel Shell Encased
Reinforced Concrete Piles.

(a) General Requirements. Sted shell encased concrete piles and epoxy coated
stedl shell encased reinforced concrete piles, as designated herein, shdl consst of fluted sted,
or rounded straight seamed, spird seamed, or seamless sted pipes which, after being driven,
are filled with class A concrete. The stedl shell encasement shadl be uncoated unless an epoxy
coating, in accordance with 915.01(d) is specified.

Sed pile shells shdl be of the diameter and minimum wal thickness shown on the
plans. All sections shdl be one integrd piece, substantidly cylindrica, except as otherwise
required for end sections of the outsde diameter specified. All sted pile shells shall be of
aufficient strength to withstand driving to the required penetration and bearing.

The tips of shells shdl be equipped with conica driving points or flat closure plates.
Conical driving points shdl be of sufficient dimensions to ensure adequate joint and driving
grength. The end of the shell shdl have full bearing on the face of the point or agangt a
shoulder inside the point. Unless otherwise permitted, the point shal be conical with a60 to 90
degrees angle between faces. The point shall be substantidly of the same diameter as the end of
the shell and butt welded to the end of the lowest section.

If flat closure plates are used, they shdl be non-reinforced and of a minimum thickness
of 19 mm (3/4 in.) for shdls 324 mm (12 3/4 in.) outsde diameter and smaller, and 25 mm (1
in.) thick for shells 356 mm (14 in.) outsde diameter. For shells larger than 356 mm (14 in.)
outsde diameter, the plates shal be designed to meet the particular cases. FHat plates shall have
a diameter approximately 13 mm (1/2 in.) greater than the diameter of the shell and be fillet
welded to the shdll, using two passes or beads.

If necessary to facilitate handling, shells may be furnished in sections to be welded in
thefield to form the find integrd lengths required.

The manufacturer shdl provide a mill certification showing heat numbers and test
results for the specified tests. Each pile shall be stenciled to show the diameter, wall thickness,
and heat numbers for the verification of the certifications. The certifications be delivered before
the pile shells are driven.
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(b) Fluted Steel Pile Shells. Huted sted pile shells shdl have a minimum tensile
grength of 345 MPa (50,000 ps) when tested in accordance with ASTM A 370. Test
gpecimens for determination of tendle strength shal be taken longitudindly adjacent to the
crest of the flute. The diameter of fluted sted shells shdl be measured from crest to crest of
flutes.

A aufficient taper will be alowed to permit no less than 150 mm (6 in.) telescoping at
the joints. The lowest section shal taper approximatey 25 mm (1 in.) in 1.2 m (4 ft) from an
203 mm (8 in.) tip to the specified diameter of the upper end. Fluted sted pile shells with a
taper of 25 mm (1in.) in 2.1 m (7 ft) on the lowest section of long piles may be used provided
aminimum of approximately 1.5 m (5 ft) of the top of the pile below cutoff devation isthe full
diameter as shown on the plans.

(c) Rounded Steel Pipe Shells. Rounded sted pipe shells, except for end finish,
ghall be in accordance with ASTM A 252, grade 2 or 3. Welded pipe may be welded with
sraight or spird seams.

(d) Epoxy Coating for Piles. Only powdered epoxy resin from the Department's
list of approved coating materias shal be used for the epoxy coating of sted pile shells and
sed H piles.

The patching or repair materid shall be compatible with the coating and shall be made
available by the coating manufacturer. The materid shdl be suitable for repairs made to coated
areas damaged during fabrication or handling.

The coating color shdl contrast with the color of iron oxide. All coated piles furnished
for a structure shall be the same color. The patching or repair materia shall dso be the same
color asthe original coating material.

1. Prequalification of Organic Coatings for Steel Piles. The coating product
shall be a 100 percent solids, heat curable, thermosetting, dry powered epoxy coating. Coating
manufacturers who request to have their product added to the Department's list of approved
epoxy coatings for sted shal supply the information as follows:

a. Product Data Sheet. A product data sheet which shdl specify the
method of surface preparation, the therma treatments before and after coating application, the
coating application procedure, and the product name and description of the patching materia.

b. Fingerprint. The fingerprint shal include the method of test, such as
infrared spectorscopy or thermd anaysi's, and a generic description of the product.

c. Materials Safety Data Sheets. Current Materids Safety Data sheets
shdl be supplied for the product and the patching materid.

d. Laboratory Report. A dated laboratory report which shal substantiate
full compliance with the following test requirements.

(1) Tensile Strength and Elongation. The tengle dsrength and
elongation of the coating materid shall be tested in accordance with ASTM D 2370 with arate
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of dongation of 10 to 20 percent per minute. The minimum tensle strength shal be 56 MPa
(8,000 ps). The minimum eongation shal be five percent.

(2) Impact Resistance. The impact resistance of the coating shdl be
tested in accordance with ASTM G 14 using a 16 mm (5/8 in.) diameter tip, and a 0.03 mm
(12 mil) minimum coating thickness of a 3.2 mm (1/8 in.) thick pand at 23EC (73EF). Three
tests shdl be performed. The minimum acceptable vaue shal be 9.0 NAm (80 Lbf in.) of
impact with no visible bresksin the coating.

(3) Abrasion Resistance. The abrasion resstance of the coating shdl be
tested by means of a Tabor Abraser or its equivaent, usng CS-10 wheels and a 1,000 g (2.2
Ib) load. The maximum allowable mass loss shdl not exceed 100 mg per 1,000 cycles.

(4) Salt Fog. The weethering resstance of the coating shdl be tested by
means of a salt spray cabinet following ASTM B 117 for 1,000 hours. The coating shal not
blister or exhibit corrosion, discoloration, or loss of adhesion away from the scribed area.

2. Application. The gpplication of the epoxy coating shdl be a an enclosed
plant, equipped with environmental controls and automated blasting equipment. This
equipment shdl facilitate surface preparation and coating application in accordance with the
manufacturer's recommendations and in accordance with additional requirements set out
herein. The application process shall be performed by a continuous, balanced system where
cleaning of the surface and application of the coating are performed at the samerate.

a. Surface Preparation. The pile surface shal be blast deaned in
conformance with SSPC-SP-10 Near White Metd Blast. The cleaning media shall produce an
anchor pattern profile of 50 :m (2 mils) minimum. Any raised divers, scabs, laminaions or
bristles of stedl remaining on the newly cleaned surface shal be removed by abrasve sanders.
All traces of grit and dust from the blasting shall be removed.

b. Coating Application. The coating shdl be gpplied immediately to the
cleaned surface and before visible oxidation of the surface occurs. The coating shall be applied
in accordance with the manufacturer's recommendations. The recommendations shall address
the equipment required for proper application, the number of coats of epoxy, cure time
between coats, cure time before placing in service, and any other information needed by the
Department to ensure proper performance of the materid.

(1) Thickness. Thickness of the cured coating shall be measured on a
representative number of piles from each production lot by the same method required by
ASTM G 12 for measurement of film thickness of pipeline coatings on sted. The minimum
coating thickness for fuson bonded epoxy shal be 200 :m (8.0 milg) for individud
measurements and 300 :m (12 mils) for the average.

(2) Cure. The coating film shal be cured and post cured in accordance
with the manufacturer's recommendations. A representative proportion of each production lot
shdl be checked by the coating applicator using a method found most effective for measuring
cure to ensure that the entire production lot isin afully cured condition.

(3) Continuity of Coating. After cure, the epoxy coatling shdl be
checked by the gpplicator for continuity of coating and shdl be free from holes, voids,
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contamination, cracks, and damaged areas. There shall not be more than two holidays, which
are pinholes not visually discernible, in any linear foot of the coated pile. A holiday detector
ghall be used in accordance with the manufacturer's instructions to check the coatings for
holidays. A 67 /2 volt Tinker and Rasor Model M-1 detector or its equivalent shal be used.

3. Certification. Materid furnished under this specification shal be covered by
atype C certification in accordance with 916. In addition, a certificate of compliance prepared
by the applicator shdl be furnished for each shipment of coated piles. The certtificate of
compliance shdl state that the piles have been coated in accordance with the manufacturer's
requirements, that thickness, continuity, and flexibility tests of the coating have been
performed; and that the test results comply with the requirements outlined herein. Test results
shall be retained by the gpplicator and made available for ingpection upon request for a period
of seven years.

915.02 Steel H Piles and Epoxy Coated Steel H Piles. Stedd H piles and epoxy
coated sted H piles shdl be of the shape and dimensions shown on the plans or as otherwise
specified. The ged shal be in accordance with AASHTO M 183. Sted H piling shdl be
handled in the same manner and with the same care as required in 711.55. The piles shdl be
uncoated unless an epoxy coating, in accordance with 915.01(d), is specified.

The manufacturer shdl provide a mill certification showing heat numbers and test
results for the specified tests. Each H pile shdl be stenciled to show the manufacturer's name,
the specifications, Sze and mass of section, and heat numbers for verification of the
certification. The certification shal be submitted at the time of ddlivery of the piles.

915.03 Wood Piles. Wood piles shall be in accordance with 911.01(e) or 911.02(c) as
specified.

915.04 Elastomeric Bearings.

(a) Description. Elastomeric bearings as herein specified shdl include plain
bearings, congsting of eastomer only, and laminated bearings, conssting of layers of elastomer
restrained at their interfaces by bonded laminates. The grade of the material shdl be as shown
on the plans.

(b) Materials. The elastomer portion of the dastomeric compound shal be 100
percent virgin natura polyisoprene known as natura rubber, or 100 percent virgin chloroprene
known as neoprene. The cured compound shall be in accordance with Table A for natura
rubber, or Table B for neoprene, depending on which type is furnished. Compounds of nominal
hardness between the values shown may be used and the test requirements interpolated. When
test gpecimens are cut from the finished product, a" 15 percent variation in tendle strength
and ultimate elongation will be allowed.

TABLE A
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ASTM 50 60 70
Standard Physicd Properties Duro Duro Duro
Hardness ASTM D 2240 50" 5 60" 5 70" 5
Tendle strength, min.(ps) (2500) (2500) (2500)
ASTM D 412 kPa 17,240 | 17,240 | 17,240
Ultimate elongation, min. % 450 400 300
Heat Resistance
D 573 Change in durometer hardness, max.
points +10 +10 +10
70 hr. Change in tensle strength, max % -25 -25 -25
@ 70EC Change in ultimate eongation,
(158EF) max. % -25 -25 -25
Compression Set
D 395 22 hours @ 70EC (158 EF), max. %
Method B 25 25 25
Ozone
D 1149 25 ppm ozonein air by volume, 20%
srain 3BEC" 1EC (100EF" 2EF), 48
hours, mounting procedure D 518, No No No
Procedure A Cracks | Cracks | Cracks
Adhesion
D 429,B Bond made during vulcanization, 714 714 714
kg/m (Ibsfin.) (40) (40) (40)
**|_ow Temperature Test
Bearing or sample preparation 96
hours @ -29EC " 1EC (-20EF" 2EF),
axid load 3,450 kPa (500 ps) and strain
of 20% "T"* Test Recorded shear
resistance after 1 hour (min.) at 25%
shear strain kPa (psi) shall not exceed 207 276 345
(30) (40) (50)

*  Effective rubber thickness.
**  Unless otherwise specified, the Low Temperature Test will be waived.
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TABLEB

ASTM
Standard

Physical Properties
Hardness ASTM D 2240

Tenslle strength, min. (ps)

ASTM D 412 kPa
Ultimate elongation, min. %

50
Duro
5" 5
(2500)
17,240
400

60
Duro
60" 5
(2500)
17,240
350

70
Duro
70" 5
(2500)
17,240
350

Heat Resistance

D 573

70 hr.
@ (100EC)
212EF

Change in durometer hardness, max.
points

Change in tensile strength, max %
Change in ultimate elongation,

max. %

+15
-15

- 40

+15
-15

+15
-15

Compression Set

D 395
Method B

22 hours @ 100EC (212EF), max. %

35

35

35

Ozone

D 1149

100 ppm ozone in air by volume, 20%
strain 38EC" 1EC (100EF" 2EF),
100

hours, mounting procedure D 518,
Procedure A

No
Cracks

No
Cracks

No
Cracks

Adhesion

D 429, B

Bond made during vulcanization,
kg/m (Ib/in.)

714 (40)

714 (40)

714 (40)

**Low Temperature Test

Bearing or sample preparation 96

hours @ -29eC " 1EC (-20EF " 2EF),
axial load 3,450 kPa (500 psi) and
strain of 20% "T"* Test Recorded
shear resistance after 1 hour (min.)

at 25% shear strain kPa (psi) shall not
exceed

345 (50)

517 (75)

690 (100)

*  Effective rubber thickness.
**  Unless otherwise specified, the Low Temperature Test will be waived.

Unless otherwise specified, laminates shall be rolled mild stedl sheets in accordance
with ASTM A 36 or ASTM A 570, grade 36.

(c) Manufacturing Requirements. Plain bearings may be molded individualy, cut
from previoudy molded strips or dabs, or extruded and cut to length. Cut edges shdl be at
least as smooth as ANS B 46.1 No. 250 finish. Unless otherwise shown on the plans, dl
components of a laminated bearing shall be molded together into an integral unit. Edges of the
nondastic laminations shal be covered by a minimum of 3 mm (1/8 in.) of elastomer except at
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laminate restraining devices and around holes that shdl be entirdly closed on the finished
structure. Air bubbles within the elastomeric materia shal be cause for rejection.

Each bearing pad shdl be marked permanently to show the manufacturer and the
200 month and year of fabrication.

(d) Appearance and Dimensions. The class for finish and gppearance, and flash
tolerance, shall be RMA-F3-T.063 for molded bearings and RMA-F2 for extruded bearings in
accordance with the requirements of the Rubber Handbook published by the Rubber
Manufacturer's Association, Inc.

The permissible variation from the dimensions and configuration required by the plans
for both plain and laminated bearings shdl be asfollows.

210 Ovedl Vertica Dimensons
Average Totd Thickness32 mm (1 1/4in.)
OF 1E5S e 0, +3.2mm (-0, +1/8in.)
Average Tota Thickness Over 32 mm
(L /AN it 0, +6.4 mm (-0, +1/4 in.)
Overdl Horizontal Dimensions...........cccceeee. -3.2mm, +6.4 mm (-1/8in., +1/4in.)
Thickness of Individua Layers Elastomer
(Laminated Bearings Only).........cccccueueneee. -1.6 mm, +1.6 mm (-1/16 in., +1/16 in.)

Vaiationsfrom aPlane Pardld to the
Theoretica Surface
220 LI TSRS 32mm (1/8in.)
SIABS... e 6.4 mm (1/4in.)
Individua Non-Elagtic Laminates
(As determined by measurements a the

edges of the bearing).........ccoeerereiereneer e 32mm (1/8in.)
Position of Exposed Connection Members........cooovveererenieniereneene 32mm (1/8in.)

Edge Cover of Embedded Laminates or
Connection Members..........cooevreneeneee e, 0, +3.2mm (-0, + 1/8in.)
Size of Holes, SIOtS, Or INSES.....ccoieeeceeeeees 0, +3.2mm (-0, + 1/8in.)
Position of Holes, Sots, or INSarts........ccooveveceneniecnee. 0, +3.2mm (-0, + 1/8in.)

230 Thickness of Non-Elastic

= 0 01107 (7S -0.8, + 1.6 mm (-1/32in., + 1/16in.)

(e) Quality Assurance. The mechanicad properties of the finished bearing shdl be
determined by laboratory test by the manufacturer. The following vaues shdl be used for
control of laboratory testing of full Sze bearings:

1. Compressive grain of any layer of an eastomeric bearing shal not exceed
seven percent at 5.5 MPa (800 ps) average unit pressure or at the design
dead load plusliveload pressure if so indicated on the plans.

240

2. The shear resistance of the bearing shall not exceed 207 kPa (30 ps) for
50 durometer, 276 kPa (40 ps) for 60 durometer, or 345 kPa (50 ps) for
70 durometer, Table A compounds, nor 345 kPa (50 ps) for 50
durometer, 517 kPa (75 pd) for 60 durometer, or 758 kPa (110 ps) for
70 durometer, Table B compounds a 25 percent strain of the total
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effective rubber thickness after an extended four day ambient temperature
of -29EC (-20EF). Unless otherwise specified, the shear resstance test
will bewaived.

(f) Certification. Materid furnished under this specification shal be covered by a
type B certification in accordance with 916. In addition, one bearing pad from each type to be
furnished for the structure will be required for [aboratory testing. However, when shapes A and
B of any type are required, only shape A need be furnished for testing. The materia may be
sampled prior to shipment to the project, provided suitable arrangements can be made through
the Divison of Materids and Tests. Materids not previoudy sampled and approved for use
shdl be sampled after ddivery to the project. Samples shdl be furnished at least 30 days before
date of use.

SECTION 916 -- MATERIALS CERTIFICATIONS

916.01 General. Materids certifications will be required for certain materiads in
accordance with various sections of these specifications and other contract documents. Unless
otherwise specified or directed, one copy of each certification shall be submitted prior to use of
the materid. All certifications shdl be signed by a person having lega authority to bind the
company preparing the certification.

The contract number, name of the contractor, destination to which the materia
covered by the certification is consggned, and name and quantity of materia represented shall
be shown on dl copies of the certification. Identifying information such as dloy, grade, type,
class, or other amilar designation shall dso be shown when gpplicable.

Any materid recelved on the project for which certification has been furnished may be
sampled and tested. If the results of the tests are in disagreement with the certification, the test
results shal prevaill and further acceptance by certification from the manufacturer of the
materid concerned may be suspended.

916.02 Types of Certifications. Certifications shdl betype A, type B, type C, type D,
or as required under other types. When specified, the type of certification provided for a
materia shall be in accordance with the Frequency Manua except as otherwise specified.
Specific information and test results required in type A, type B, and other types of certifications
will be listed in the materid specifications. Sample formsfor type A, type B, type C, type D and
other type certifications are shown in 916.03.

(@) Type A. Type A certification shdl be prepared by the manufacturer. It shall
consst of a certified copy of a laboratory report which lists results of the specified tests and
ghal certify tha the materids furnished comply with the specifications. The agpplicable
gpecification shal be referred to in the certification. The tests may be conducted in the
laboratory of the manufacturer or in another qualified laboratory. Such tests shall have been
conducted on samples obtained from the lot or lots of material in the shipment.

(b) Type B. Type B certification shdl be prepared by the manufacturer. It shall
show the limits of test values for the specified tests and shdl certify that the materias furnished
comply with the specifications. The applicable specification shdl be referred to in the
certification. The tests may be conducted in the laboratory of the manufacturer or in another
qudified |aboratory.
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(c) Type C. Type C certification shall be prepared by the manufacturer and shall
certify that the materids furnished are in accordance with the specifications. The applicable
specification shdl be referred to in the certification.

(d) Type D. Type D certification shal be prepared by the Contractor and shall
certify that the materids furnished are in accordance with the specifications. The applicable
gpecification shdl be referred to in the certification. A Type D certification shal be used for
product identification. It may be required to certify that the materid is in accordance with
minimum trade standards.

(e) Other Types. Types of cetifications other than type A, B, C, and D are
specified for sdected materids. The requirements for a certification are described in the
materid's specification.

() Requirements for Small Quantities of Materials. Where circumstances
warrant and previoudy approved materia is not available, smdl quantities may be accepted
either by a type D certification or by an affidavit from the supplier sating that the materia
offered is equd to that specified.

(9) Buy American Requirement. All sted products used in the contract shal be
certified to be in accordance with 106.01(a).

916.03 Sample Formes.
(a) For Plants.
CERTIFICATE OF COMPLIANCE FOR PLANTS

| hereby certify that the following liged plants which were supplied to
for contract No. comply with Indiana Department of

Contractor
Trangportation specifications set out in subsection 913.08.

(The number and species of plants supplied shdl be listed in this space. The species
ghall be the exact pay item, including the Latin name.)

| understand that State and/or Federal funds are involved in the work in which this
materia will be used and that any misrepresentation on my part congtitutes fraud.

Date Company of Grower

Signature of Company Official
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| certify that the plants listed above are those used on contract

Date Signature of Contractor
(b) For Certificate of Nursery Inspection.
CERTIFICATE OF NURSERY INSPECTION

INDIANA DEPARTMENT OF NATURAL RESOURCES,
DIVISION OF ENTOMOLOGY

No. Indianapolis, Indiana, Date

This is to certify that the nursery stock grown by located at

, Indiana, conssting of hectares ( acres), has been inspected by the
undersigned or his authorized representative, on , 19 in compliance

with Indiana Code 15-4-7, and has been found gpparently free from destructively injurious
insects and plant diseases.

This certificate covers and is vadid,
unless revoked for cause until October 1, 19 .

Signed State Entomologist

(c) For Welding Electrodes.

WELDING ELECTRODE CERTIFICATION

Manufacturer's Name and Address

Supplied to:

Date Quantity Order No. Project No.

Thisisto certify that ASTM-AWS classification (EXXX) as
trade name

supplied under the above order number, is of the same classification, manufacturing process,
and materia requirements as the eectrodes tested on , 19

All tests required by specification AWS A5.1 or AWS AS.5 were performed in
accordance with this specification and the above dectrode met dl the requirements. The
electrodes are marked in accordance with AWS A5.1 or AWS AS.5.

The chemica and mechanicd properties of the deposited weld metal were asfollows:
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4 mm 5mm 6 mm
(5/32in.) (3/16in.) (/4 in.)

DC+ AC DC+ AC DC+ | AC

Tensile Strength kPa (psi)

Yield Strength kPa (psi).

Elongation % in 2k

Charpy V Notch N m (Ft Lbs) at EC (EF)

Manganese %

Silicon %

Nickel %

Chromium %

M olybdenum %

'V anadium %

Fillet Tests Position as required

Radiographic Test

Fillet Test, Radiograph, Chemistry, and Mechanical Properties are not required for the following
Sizes:

Operations supervised by Chief Engineer Director
(d) For Buy American Requirement.

BUY AMERICAN CERTIFICATION

140
In accordance with Indiana Department of Transportation Specification 106.01(a), |
hereby certify that al steel products incorporated in Contract No. were produced
and manufactured in the United States of America or territories subject to its jurisdiction.
Date CONTRACTOR
150 SIGNATURE

(e) For Fly Ash Source Certification.
FLY ASH SOURCE CERTIFICATION

Thisisto certify that dl class fly ash, produced by
(ForC)
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the Power Plant of ,
(Name and/or Unit No.) (Power Company)

located in , , Shipped for
(City) (State)

use on Indiana Department of Transportation projects will be produced under appropriate
qudity control and will comply with dl AASHTO M295 Specifications and Indiana
Department of Transportation Standard Specifications requirements.

also agrees that any part of the above named

(Power Company)

power plant associated with the production of such fly ash may be checked at regular intervals
by properly identified representatives of the Indiana Department of Transportation.

As an gpproved source of fly ash,

(Power Company)

shdl be in accordance with the Indiana Department of Transportation Standard Specifications
for al quality assurance testing and reporting requirements.

Date POWER COMPANY

SIGNATURE
(f) For Portland Cements and Blended Cements.
CEMENT CERTIFICATION

The

(manufacturer and location)

certifiesthe type cement in this shipment
(type of cement)
conforms to the requirements of the Indiana Department of Transportation Standard

Specifications; and

Source of Shipment ;
(if other than production location)

Purchaser and/or Consignee ;

Point of Delivery ;

Silo Identification :

Carrier and Truck Number :
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230

240

250

260

Date of Shipment ;

Quantity of Cement in Pounds ;

and Other Information :

If Portland-Pozzolan cement, type IP or IP-A, is being shipped, the certification shall
further state:

Class of ASTM C 618 Fly Ash ; and Percentage of
Pozzolan % based on the mass of the Portland-Pozzolan cement.
Date SIGNATURE

(9) For Geotextiles Used Under Riprap.
CERTIFICATION FOR GEOTEXTILES USED UNDER RIPRAP

IS a non-woven geotextile consisting of strong, rot
resstant, chemicaly stable long-chain synthetic polymer materia dimensondly stable with
digtinct and measurable openings. The plastic yarn or fibers used in this geotextile consst of a
longchain synthetic polymer composed of at least 85 percent by mass of polyolefins, polyesters,
or polyamides, and contains stabilizers and inhibitors added to the base plagtic to make the
filaments resstant to deterioration due to ultraviolet and heat exposure. This geotextile is
cdendered or otherwise finished o that the yarns or fibers will retain their relaive postion
with respect to each other.

| hereby certify that primary sampling units were sdected in accordance
with ASTM D 4354, to represent m5 ( g yds) of
geotextile, Lot No. . The results of testing each

primary sampling unit are reported as follows:

TEST METHOD RESULTS*
Tengle Strength Grab Tensle Strength
ASTM D 4632 N ( Ibs)
Elongation Grab Tendle Strength
ASTM D 4632 %
Bursting Strength Mullen Burst
ASTM D3786 kPa ( ps)
Puncture Strength ASTM D 4833 N ( Ibs)
Trapezoid Tear ASTM D 4533 N ( Ibs)
Ultraviolet Degradation
at 150 hours ASTM D 4355 %
strength retained
for al classes
Apparent Opening
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Size (AOS) ASTM D 4751 AASHTO Sd.
Metric Sevesze
Permegbility** ASTM D 4491 mmy/sec
(permittivity)
*  Vauesrepresent weaker principa direction where applicable.

**  The nomind coefficient or permesbility was determined by multiplying permittivity value by nomind thickness. The
nominal thickness is measured under anormal load of 1.93 MPa (280 ps).

| understand that State and/or Federd funds and/or services are involved in the work in
which this materid will be used and that any misrepresentation on my part constitutes fraud.

Date Manufacturer's Name

Signature of Manufacturer's Official

Title of Official
(h) For Geotextiles Used With Underdrains.
CERTIFICATION FOR GEOTEXTILES USED WITH UNDERDRAINS

is a non-woven needle punched or heat bonded
geotextile consgting of strong, rot resstant, chemicdly stable long-chain synthetic polymer
materids, dimensondly stable with each other including selvedges. The plagtic yarn or fibers
used in this geotextile consst of at least 85 percent by mass of polyolefins, polyesters, or
polyamides, and contain stabilizers and inhibitors added to the base plagtic to make the
filaments resistant to deterioration due to ultraviolet and heat exposure.

| hereby certify that primary sampling units were selected in accordance
with ASTM D 4354, to represent m5 ( gy yds) of
geotextile, Lot No. . The results of testing each primary sampling unit

are reported asfollows:

TEST METHOD RESULTS*
Tengle Strength Grab Tensle Strength
ASTM D 4632 N ( Ibs)
Seam Strength ASTM D 4632 N ( Ibs)
Bursting Strength Mullen Burst
ASTM D3786 kPa ( ps)
Puncture Strength ASTM D 4833 N ( Ibs)
Trapezoid Tear ASTM D 4533 N ( Ibs)
Ultraviolet Degradation
at 150 hours ASTM D 4355 %
strength retained
for al classes
Apparent Opening
Size (AOS) ASTM D 4751 AASHTO Std.
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Metric Sevesze
Permesability** ASTM D 4491 mm/sec

*  Vauesrepresent weaker principa direction where gpplicable.
**  The nomind coefficient or permesability was determined by multiplying permittivity value by nomina thickness.

| understand that State and/or Federa funds and/or services are involved in thework in
which this materid will be used and that any misrepresentation on my part constitutes fraud.

Date Manufacturer's Name

Signature of Manufacturer's Official

Title of Official
(i) Blank.
(1) Sample Type A Certification Form.
INDIANA DEPARTMENT OF TRANSPORTATION
TYPE A CERTIFICATE OF COMPLIANCE

CONTRACT NUMBER

PROJECT NUMBER

CONTRACTOR'SNAME

MANUFACTURER'SNAME

B/L or INVOICE NUMBER

MATERIAL DESTINATION

Thisisto certify that for the contract described above, the materids supplied are asfollows:

**MATERIAL NAME QUANTITY

***Conform to:
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380

390

400

410

The materids lisged above comply with the following Test Methods and are within the
acceptable limits of said Test Methods:

TEST METHOD LIMITSOF TEST VALUE ACTUAL TEST RESULTS

Date Company of Manufacture

* Signature of Company Officia/Title

*  This Cetification shdl be prepared by the manufacturer of the materid being
supplied for this contract.

**  |dentifying information such as Alloy, Grade, Type, Class, or other smilar
designation shall dso be shown when appropriate.

*** Applicable materid specification reference shdl be listed.
(k) Sample Type B Certification Form.
INDIANA DEPARTMENT OF TRANSPORTATION
TYPE B CERTIFICATE OF COMPLIANCE

CONTRACT NUMBER

PROJECT NUMBER

CONTRACTOR'SNAME

MANUFACTURER'SNAME

B/L or INVOICE NUMBER

MATERIAL DESTINATION

Thisisto certify that for the contract described above, the materids supplied are asfollows:

**MATERIAL NAME QUANTITY
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***Conform to:

420
The materids liged above comply with the following Test Methods and are within the
acceptable limits of said Test Methods:
TEST METHOD LIMITSOF TEST VALUE
430
Date Company of Manufacture

Signature of Company Officia/Title

*  This Certification shall be prepared by the manufacturer of the materia being supplied for this contract.

** |dentifying information such as Alloy, Grade, Type, Class, or other smilar designation shal aso be shown when
440 appropriate.

***  Applicable materia specification reference shal be listed.
(I) Sample Type C Certification Form.

CONTRACT NUMBER

PROJECT NUMBER

450 CONTRACTOR'SNAME

MANUFACTURER'SNAME

B/L or INVOICE NUMBER

MATERIAL DESTINATION

Thisisto certify that for the contract described above, the materids supplied are asfollows:

460 **MATERIAL NAME QUANTITY
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510

***Conform to:

Date Company of Manufacture

* Signature of Company Officia/Title

*  This Certification shdl be prepared by the manufacturer of the materid being supplied for this contract.

** |dentifying information such as Alloy, Grade, Type, Class, or other smilar designation shal aso be shown when
appropriate.

***  Applicable materia specification reference shal be listed.
(m) Sample Type D Certification Form.

CONTRACT NUMBER
PROJECT NUMBER
MANUFACTURER'SNAME
MATERIAL DESTINATION

Thisisto certify that for the contract described above,the materids supplied are asfollows:

** MATERIAL NAME QUANTITY

*** |sin accordance with:

Date Contractor

Signature of Contractor Officid/Title

*  Thiscertification shal be prepared by the Contractor.
**  |dentifying information such as Alloy, Grade, Class, or other similar designation shall be shown when appropriate.

***  Applicable material specification reference shal be listed. Otherwise, a statement shall be provided that the material
supplied isin accordance with minimum trade standards.

(n) For Ground Granulated Blast Furnace Slag.
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GROUND GRANULATED BLAST FURNACE SLAG SOURCE
CERTIFICATION

Thisisto certify that dl grade , ground granulated blast

(100 or 120)

furnace dag (GGBFS), produced by the from granulated
(Manufacturer's Name)

blast furnace dag from
(Steel Company)

located in ,

(City) (State)
manufactured at

(Location of Manufacturing Plant)
using

(Type of Manufacturing Facility)
and shipped for use on Indiana Department of Transportation projects will be produced under
appropriate quality control. The GGBFS will comply with al ASTM C 989 Specification and
I ndiana Department of Trangportation Standard Specifications requirements.

aso0 agrees that any part of the above named

(Manufacturer's Name)
sedl company and its manufacturing plant associated with the production of such ground
granulated blast furnace dag may be checked at regular intervals by properly identified
representatives of the Indiana Department of Transportation.

As an agpproved source of ground granulated blast furnace dag,
shal be in accordance with the Indiana

(Manufacturer's Name)
Department of Trangportation Standard Specifications for al quality assurance testing and
report requirements.

(Date) (Manufacturer's Name)

(Signature)

State of ) SS:

County of )

Subscribed and sworn to before me by
of the firm of this day of 19 .

Notary Public

My Commission Expires:

(o) For Microsilica.
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MICROSILICA CERTIFICATION

Thisisto certify that dl microsilica produced by

(Supplier's Name)
from located in
(Manufacturer's Name)

manufactured at

(City) | (State)
using

(Location of Manufacturing Plant)
and shipped for use on Indiana Department of

(Type of Manufacturing Fecility)
Transportation projects shall be produced under appropriate quaity control. The microslica
may be checked at regular intervas by properly identified representatives of the Department.

As an approved supplier of microslica shdl
(Supplier's Name)
be in accordance with al qudity assurance testing and reporting requirements.

(Date) (Supplier's Name)

(p) Sample Asbestos Exclusion Letter. Prior to acceptance of work and final
payment, the Contractor shall submit to the Engineer for each building or bridge, on the
Contractor's letterhead, a Signed, dated copy of the following:

ASBESTOS EXCLUSION LETTER

Date

work address of Engineer for
Indiana Department of Transportation

Att.:

Name, Engineer

Re.  Asbestos Excluson
(oo [olgT DI o g o] g HN S
Contract Number
Bridge Structure NUmber ..o
Contractor'sS NaME.......cceeecie e

Dear Engineer:
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| hereby certify that to the best of my knowledge no asbestos containing materia was
used as a building materid in this project.

Very truly yours,

signature of Contractor official

title of Contractor officid
SECTION 917 -- QUALITY ASSURANCE AGGREGATE CERTIFICATION

917.01 General Requirements. An aggregate source will be authorized to ship
products in the status of a Certified Aggregate Producer who is in accordance with the
required standards of ITM 211. Thiswill consst of a program which will require the aggregate
source to make a commitment to product quality management. Approval to participate in the
program will be based on the following criteria

(8) Exigtence of suitable materidsin the deposit being mined.

(b) Facilities capable of conggently processing uniform materids in accordance
with the specification requirements.

(¢) A source Qudity Control Plan which will ensure that the mineral aggregates
have a 95 percent assurance of being in accordance with the Department's
qudity and uniformity requirements.

Specific details of this program are contained in ITM 211. Sampling and testing details
are found in the Inspection and Sampling Procedures for Fine and Coarse Aggregates manual.
A Certified Aggregate Producer shal operate in accordance with the requirements of both
publications.

917.02 Quality Control Plan. An aggregate source will not be approved as a Certified
Aggregate Producer until it has prepared a Qudity Control Plan and the plan has been
approved. The plan shdl encompass dl details of production starting with the extraction of the
indigenous raw materials and concluding with materid shipped from the plant. The Quality
Control Plan shall be prepared in accordance with the requirements of ITM 211.

917.03 Source Approval Requirements. The Divison of Materids and Tests shdl be
notified in writing that the aggregate source wants to become a Certified Aggregate Producer.
The aggregate source shal identify the specific products for which approva is sought. Such list
shdl include al of the products to be produced a the source regardiess of whether the
products are for Department or other uses.

An aggregate source may not be considered for entry into the certification program
until the preliminary source investigation has been completed in accordance with Indiana Test
Method 203.
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The following procedure will be used to establish an aggregate source as a Certified
Aggregate Producer.

(a) Step 1. The source shal enter the coordinated testing phase of ITM 211.
Coordinated testing shall be performed in accordance with ITM 211. During this phase, the
producer shall be required to develop a Quality Control Plan to establish demonstrated mean
test values and standard deviations.

(b) Step 2. The aggregate source shdl enter the triad phase. The producer shal dso
operate in accordance with ITM 211 and the Quality Control Plan. The Quality Control Plan
shdl be refined as may be necessary.

(c) Step 3. The aggregate source will become an approved Certified Aggregate
Producer following satisfactory performance during the trial phase. Achieving such status shdl
be accompanied by the inherent responsibility to operate within the tenets of ITM 211. The
Certified Aggregate Producer shal produce materid at a compliance requirement of effectively
95 percent of the gppropriate specifications. The Department will monitor such compliance
through the use of periodic in-depth inspections of the production site. Continuing approva is
contingent upon the effectiveness of the producer's Quality Control Plan as evidenced by the
qudity and uniformity of the products which are prepared in accordance with the appropriate
specificationsand ITM 211.

917.04 Removal from Certified Producer Status. The Divison of Materids and
Tests will be responsible for the review and remova of an aggregate source from being an
approved Certified Aggregate Producer. A Certified Aggregate Producer shall operate so asto
avoid a need for the Department to exercise this action. However, remova from Certified
Producer status may be necessary for situations such as:

(8 The datigtical probability of the product compliance has fdlen below 90
percent.

(b) The product has a 90 to 95 percent probability of compliance but the producer
has failed to take corrective action to restore 95 percent probability.

() The Certified Aggregate Producer has falled to take immediate corrective
action relative to deficiencies in the performance of the approved Qudity
Control Plan.

(d) Evduation of data has demongrated an inability of the Certified Aggregate
Producer to consstently be in accordance with Department requirements.

(e) The Certified Aggregate Producer has deliberately shipped aggregate meteria
which is not in accordance with the specifications, or has falsified records.

(f) The production site has not been operated in accordance with the Summary of
Production or Ledge Qudity Results letter.

Notice of remova from Certified status will be in written form, will be issued by the
Divison of Materids and Tests, and will identify the reasons for the removd. Effective

882



90

immediately upon receipt of such notification, no further aggregate shipments shal be made on
acertified basis.

917.05 Appeals. The producer shdl have the right to apped remova from Certified
Producer status to the Engineer. The gpped shall be in written form, shall gtate the reason or
reasons on which the apped is based, and shall be received within 14 calendar days of receipt
of the remova notice.

SECTION 914 -- ROADSIDE DEVELOPMENT MATERIALS
914.01 Special Topsoil for Roadside Development
914.02 Blank
914.03 Fertilizer
914.04 Grass and Legume Seed
914.05 Mulch
(@) Mulch for Seeding
1. Excelsior Mulch
2. Wood Cellulose Fiber
3. Excelsior Blanket
4. Paper Mat
5. Straw Mat
(b) Mulch for Plants
914.06 Leguminous Inoculants
914.07 Sod
914.08 Plant Materials
(a) Quality of Plant Materials
(b) Plant Names
(c) Substitutions
(d) Grading Standards
(e) Nursery Inspection and Plant Quarantine
(f) Balled and Burlapped Plants
(g) Container Grown Plants
(h) Bare Rooted Plants
(i) Collected Plants
(1) Forms, Shapes, and Condition of Plants
(K) Inspection
() Shipment
(m) Certification
914.09 Miscellaneous Material
(a) Water
(b) Stakes for Bracing and Anchoring
(c) Tree Wound Dressing
(d) Porous Material
(e) Pipe
() Staples
(g) Plastic Net

SECTION 915 -- BRIDGE PILES AND BEARINGS
915.01 Steel Shell Encased Concrete Piles and Epoxy Coated Steel Shell Encased Reinforced Concrete
Piles
(a) General Requirements
(b) Fluted Steel Pile Shells
(c) Rounded Steel Pipe Shells
(d) Epoxy Coating for Piles
1. Prequalification of Organic Coatings for Steel Piles
a. Product Data Sheet
b. Fingerprint
c. Materials Safety Data Sheets
d. Laboratory Report
(1) Tensile Strength and Elongation
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(2) Impact Resistance
(3) Abrasion Resistance
(4) Salt Fog
2. Application
a. Surface Preparation
b. Coating Application
(1) Thickness
(2) Cure
(3) Continuity of Coating
3. Certification
915.02 Steel H Piles and Epoxy Coated Steel H Piles
915.03 Wood Piles
915.04 Elastomeric Bearings
(a) Description
(b) Materials
(c) Manufacturing Requirements
(d) Appearance and Dimensions
(e) Quality Assurance
() Certification

SECTION 916 -- MATERIALS CERTIFICATIONS
916.01 General
916.02 Types of Certifications
(@ Type A
(b) Type B
(d) Type D
(e) Other Types
(f) Requirements for Small Quantities of Materials
(g9) Buy American Requirement
916.03 Sample Forms
(a) For Plants
(b) For Certificate of Nursery Inspection
(c) For Welding Electrodes
(d) For Buy American Requirement
(e) For Fly Ash Source Certification
(f) For Portland Cements and Blended Cements
(g) For Geotextiles Used Under Riprap
(h) For Geotextiles Used With Underdrains
(i) Blank
(1) Sample Type A Certification Form
(k) Sample Type B Certification Form
() Sample Type C Certification Form
(m) Sample Type D Certification Form
(n) For Ground Granulated Blast Furnace Slag
(o) For Microsilica
(p) Sample Asbestos Exclusion Letter

SECTION 917 -- QUALITY ASSURANCE AGGREGATE CERTIFICATION
917.01 General Requirements
917.02 Quality Control Plan
917.03 Source Approval Requirements
(@) Step 1
(b) Step 2
(c) Step 3
917.04 Removal from Certified Producer Status
917.05 Appeals
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